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ENRON OIL & GAS COMPANY
P.O. Box 250

Big Piney, WY 83113

June 20, 1997

Utah Division of Oil, Gas, & Mining JUN24 1997
1594 West North Temple
Box 145801
Salt Lake City, UT 84114-5801 DIV.OFOIL,GAS&MINING

RE: APPLICATION FOR PERMIT TO DRILL
CHAPITA WELLS UNIT #493-22F
NW/NE SEC. 22, T9S, R22E, SLB & M
UINTAH COUNTY, UTAH
LEASE NO. U-0284A
FEDERAL LAND-BLM

Enclosed please find a copy of the Application for Permit to Drill and associated
attachments for the referenced well.

Please address further communication regarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone # (801) 789-4120
Fax # (801) 789-1420

Sincer y,

Ed Trotter
Agent
Enron Oil & Gas Company

Attachments



Form 3160-3 styng1T IN TRIPIJCATE* FORM APPROVEDgg (Other instructions on OMB NO. 1004-0136UNITED STATES reverse sid*) Expires:Pebruary28,1995DEPARTMENTOF THE INTERIOR o. L.a.. DESIONATION AND
BUREAUOF LAND MANAGEMENT U-0284A

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 0. IFINDIAN,ALLOTTEMORTRIBENAmm¯

18. TYPE OF WORK

DRILL DEEPENO 7. UNE AGMENENT NAME
b. Tyrmor wmLL CHAPITA WELLS UNITwmLLL

wmLL oTHER NE
NLTH•LB S. Fmmm No,

¯
2. NAME OF OPERATOR CHAPITA WELLS UNIT

ENRON OIL & GAS COMPANY 9. ANWEU.NO.a. ADDRESS AND WumHONE NO
4 9 3 - 2 2 FP.O. BOX 1815, VERNAL, UTAH 84078 io. raar.o ano room, on war.ocar

4. LocarroN or wmLL (Report location clearly and in accordance with any State requireatents.*) CWU/WASATCHAt suriace
, i r0 MY 11. s-C., T., R., M., OR BLK.100 ' FNL & 2150 ' FEL NW/NE AND BURVET OR AREA

At proposed prod. zone

SEC. 22 , T9S, R22E

L14. DISTANCE IN MII,EB AND DIRECTION FROM NEAREST TOwN OR POST OFFIC E 12 """°•""'"" ** ••^=•

17.3 MILES SOUTHEAST OF OURAY, UTAH L UINTAH UTAH
1ð. DISTANCE FROM PROPOSED*

16. No. OF AcnES IN LEASE 17. No. or ACRES AsslaNEDLOCATION TO NEAREST
TO THIS WELLPROPERTY OR LEASE LINE, FT. 1000 '+ 1240 40(Also to nearest drlg. unit line, if any i --

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART On CABLE TOGI.8TO NEAREST WEl.L, DRILI,ING, COMPLETED.
OR APPI.IED FOR, ON TUB I.BASE, Fr· 6 2 5 0 ' ROT ARY

21. EIEVATrows (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WOax WILL BTART*

4870.6' GRADED GROUND JUNE 199723.
PROPOSED CASING AND CEMENTING PROGRAM

81zE Or ROLE ORADE,SI2BOFCASING WEIGHT PER FOOT BETTING DEPTil QUANTITY OF CEMENT

12 1/4" 9 5/8" 32.3# 240' 125 SX CLASS "G" + 2% CaC177 7/8" 4 1/2" 10.5# 6250' + 1/4 #/SX CELLOFLAKE. 50/50
POZMIX + 2% GEL + 10% SALT
TO 400' ABOVE ALL ZONES OFSEE ATTACHMENTS FOR: INTEREST (10% EXCESS).
LIGHT CEMENT (11 PPG_+)8 POINT PLAN + LCM TO 200' ABOVE OILBOP SCHEMATIC SHALE OR FRESH WATERSURFACE USE AND OPERATING PLAN INTERVALS (+ 5% EXCESS).LOCATION PLAT

LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" ENRON OIL & GAS COMPANY WILL BE THEGAS SALES PIPELINE--MAP "D" DESIGNATED OPERATOR OF THE SUBJECTFACILITY DIAGRAM WELL UNDER NATIONWIDE BOND #81307603

CONRDEGL pECEWE
JUN2 4 1997

IN ABOVE SPACE DESCRI EP OPOSED PROGRAM: I - Ly .42.s La. -.a g no.s.. peuài.sui unst ....u pu ut u.co .,J p.ud ad o -,, . If proposal is lo drill ordeepen directionally, give petti data on SLÚSUrface localions and measured and true vertical depths. f i b af

AGENT Ëo' Û -SIGNE
TITI.E

_ DATili

(This space for Federal r State ofuce use)

PEllillT NO
APPROVAL DATE

Application approval does not warrant or certify that the applicant holds Icgal or equitable title to those rights in the subject lease which would entitle the applicant to onduct operations there<

*SeeInstructions On ReverseSide
Title 18 U S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of
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SCALE

CERTlFICATE
THIS 15 TO CERT1FYTHAT THE ABOVE PLAT WAS PREPARED FROM
FLELDNOTES OF ACTUAL SURVEYS MADEBY MEWikiNDER MY
SUPERVISIONAND THAT THE SAME TRU Al CT TO 3HE
BEST OF MY KNOWLEDGEANÐ BE

REGISTERED LAID SURVEYO
NOTE: tjãstRATion No. leists
SASIS OF BEARlNGS 1S THE UNE GATE OF UTAH
SETWEEN THE NORTH 1/4 CORNER AND
THE EAST 1/4 CORNER OF SECTION 22, S
T9S, R22E, S.LB.&M. WHlCH IS ASSUMED z ÜDifAH ENGINEERING È AND ÈYING
FROM G.LO. 1NFORMAT10NTO BEAR 85 SOUTH 200 FAST - VÈ AH 84078
N44'24'51"W. i (801) 789-1017

S89 58'W - 40.01 (G.LO.) NB9'58'W - 39.97 (G.LO.) SCALE OATE SURVEYED: DATE DRAWN:
1 =

1000° 06-07-97 06-10-97
LEGEND: = 90 SYMeot PARTY REFERENCES

D.A. B.H. D.R.B. G.LO. PLAT
= PROPOSED WELL HEAD.

WEATHER FILE
A = SECTION CORNERS LOCATED. WARM ENRON OIL & GAS
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ETGHT POINT PLAN

CHAPITA WELLS UNIT #493-22F
NW/NE, SEC. 22, T9S R22E, SLB & M

UINTAH COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS & WATER ZONES:

FORMATION DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River 1686
Oil Shale 1686
"H" Marker 3126
"J" Marker 3789
Base "M" Marker 4382

Wasatch 4749
Peters Point 4749 GAS 2000
Chapita Wells 5279 GAS 2000
Buck Canyon 5839 GAS 2000

EST. TD 6250' Anticipated BHP 2000 PSI

3. PRESSURE CONTROL EQUIPMENT :

BOP Schematic Diagram attached.

4. CASING PROGRAM :
MINIMUM SAFETY FACTOR

HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE THREAD COLLAPSE BURST TENSILE
12 1/4 O' - 240' 240' 9 5/8 32.3 # H-40 ST&C 1370 PSI 2270 PSI 254,000#
7 7/8 O' - 6250' 6250' 4 1/2 10.5 # J-55 ST&C 4010 PSI 4790 PSI 146,000#

All casing will be new or inspected.

5. MUD PROGRAM

INTERVAL MUD TYPE
O' - 240' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KCL water or KCL substitute

TD Gel/polyacrylamide polymer w/5-10% LCM
Lost circulation probable from 1500' to 3000'+/-.
Sufficient mud inventory will be maintained on location during drilling to handle any adverse
conditions that may arise.
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EIGHT POINT PLAN

CHAPITAWELLS UNIT #493-22F
NWINE SEC. 22, T9S R22E. SLB & M

UINTAH COUNTY, UTAH

6. VARIANCE REQUESTS:

A. Enron requests a variance to regulations requiring a straight run blooie line (Where possible, a
straight run blooie line will be used). .

B. Enron requestsa variance to regulations requiring an automatic ignitor or continuous pilot light
on the blooie line. (Not required on aerated water system).

7. EVALUATION PROGRAM:

Logs: AIT-GR-SP-CAL T.D. to base of surface casing (2" + 5")
FDC-CNL-GR-Cal-PE-ML T.D. to 2900' (5")
Platform Express

Cores: None Programmed
DST': None Programmed

Completion: To be submitted at a later date.

8. ABNORMAL CONDITIONS:

None anticipated.

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually in associaton with the
drilling of this well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or disposed of in associaton
with the drilling of this well.

(Attachment: BOP Schematic Diagram)



AMIKILARPREVENTORANDBOTHRMISARE3000' PSIS RATED.
CASINGFIANGEIS ll' 3000PSIG RATED.
SDPEll'3000 PSIC

TESTINGPROCEDURE:
1. 80PE's vi11 be tested with a professional tester to conforse to

Onshore Ostler $2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure. 3000

3. ar preventor will be tested to SOL of working pressure, 1500 ROT NG

psig.
4. Casing will be tested to 0.22 ps1/ft. or 1500 osig. Met to exceed 705 ef burst to"

strength, whichever is greater.

9. All 1ines subject to well pressure will be pressure tested to the
same pressure as bl ind & pipe rams.

4. All DOPEspecifications and configurations will meet Onshore Order
$2 requirteents for 3000 psig 80PE specifications.
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CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator: Enron Oil & Gas Company
Well Name & Number: Chapita Wells Unit #493-22F
Lease Number: U- 0284A
Location: 1000' FNT & 2150' FEL. NW/NE. Sec. 22. T9S. R22E. SLB & M
Surface Ownership: Federal Land-BLM

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four(24) hours prior to spudding the
well.

Casing String and
Cementing - twenty-four (24) hours prior to running casing and

cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to running casing and

tests.

First Production
Notice - within five (5) business days after new well begins

or production resumes after well has been off
production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice To Drill and Surface Use
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THIRTEEN POINT SURFACE USE PROGRAM

l. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on
location, and attached TOPO Map "B" showing access to location from
existing roads.

B. The proposed well site is located approximately 17.3 miles southeast of
Ouray, Utah - See attached TOPO Map "A".

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The access road will be approximately 0.1 miles in length.
See attached TOPO Map "B"

B. The access road has a 30 foot ROW w/18 foot running surface.
C. Maximum grade on access road will be 8%
D. No turnouts will be required.
E. Road drainage crossings shall be of the typical dry creek drainage

crossing type.
F. No culverts, bridges or major cuts & fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerlined - flagged at time of

location staking.
All travel will be confined to existing access road Right-of-Way.

Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication: Surface Operating Standards For Oil & Gas
Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, graveling, crowning, and capping the
roadbed as necessary to provide a well-constructed safe
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Prior to upgrading, the road shall be cleared of any snow cover and

allowed to dry completely. Traveling off the 30 foot Right-of- Way
will not be allowed.
Road drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so theywill not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blockedby the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at

frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

As operator, Enron Oil & Gas Company shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

A. Water wells - None
B. Abandoned wells -

1*

C. Temporarily abandoned wells - None.
D. Disposal wells - None.
E. Drilling wells - None.
F. Producing wells - 24*

G. Shut in wells - None
H. Injection wells - None

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD
1. Tank batteries -
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2. Production facilities will be set on location if the well is successfully completed
for production. Facilities will consist of well head valves, separator, dehy, 210
Bbl condensate tank, meter house and attaching piping.
See attached facility diagram.

3. Oil gathering lines - None

4. Gas gathering lines- A 4 1/2" gathering line will be buried from dehy to the
edge of location.

5. Injection lines - None
6. Disposal lines - None
7. Surface pits - None

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall

be flagged prior to archaeological clearance.
2. A 4 1/2" OD steel above ground natural gas pipeline will be

laid approximately 300' from proposed location to a point in
the NW/NE of Section 22, T9S, R22E, where it will tie into
QuestarPipeline Co's existing line. Proposed pipeline crosses

BLM administered lands within the Chapita Wells Unit, thus no
Right-of-Way grant will be required.

3. Proposed pipeline will be a 4 1/2" OD steel,
welded line laid on the surface.

4. Protective measures and devices for livestock and wildlife
will be taken and/or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire contents of the largest
tank within the facility/battery, unless more stringent

protective requirements are deemed necessary by the
authorized officer.
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The production facilities will be placed on the North side
of the location.

All permanent (on site for six months or longer) structures
constructed or installed (including pumping units) will be
painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the
Rocky Mountain Five State Interagency Committee. All
facilities required will be painted within 6 months of

installation. Facilities required to comply with O.S.H.A.
(Occupational Safety and Health Act) will be excluded.

The required paint color is Carlsbad Canyon.
If at any time the facilities located on public land and

authorized by the terms of the lease are no longer included
in the lease (due to a contraction in the unit or other lease
or unit boundary change), BLM will process a change in
authorization to the appropriate rental or other financial
obligation as determined by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from Ouray Brine Plant at Ouray, Utah,
and/or Target Trucking Inc.'s water source in the SW/SW
Sec. 35, T9S, R22E Uintah County, Utah (State water right
#49-1501).

B. Water will be hauled by Target Trucking Inc..
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All construction material for this location and access road will be
of native borrow and soil accumulated during the construction of
location.

B. All construction material will come from Federal Land.
C. No mineral materials will be required.
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7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or

storage tank for a period not to exceed 90 days after

initial production. During the 90 day period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the AO's approval.

5. All chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.

B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning of trash will not be allowed. All trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling



On BLM administered land:
The reserve pit will be constructed so as not to leak, break, or

allow discharge.

The reserve pit will not be lined unless it requires blasting.

After first production, produced waste water will be confined to
a lined pit or storage tank for a period not to exceed ninety (90) days.
During the 90 day period, in accordance with Onshore Order No.7,
an application for approval of a permanent disposal method and location,
along with required water analysis, shall be submitted for the AO's approval.
Failure to file an application within the time allowed will be considered an
incident of noncompliance.

8. ANCILLARY FACILITIES
A. No airstrips or camps are planned for this well.

9. WELL SITE LAYOUT
A. Refer to attached well site plat for related topography cuts and

fills & cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approved on On-site.

C. Refer to attached well site plat for rig orientation parking areas,
and access road.

The reserve pit will be located on the South side of the location.
The flare pit will be located downwind of the prevailing wind
direction on the South side of the location, a minimum of 100 feet from
the well head and 30 feet from the reserve pit fence.
The stockpiled topsoil will be stored along the North side from Corner #2
to Corner #8.

Access to the well pad will be from the Southeast as discussed at the onsite.
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N/A Diversion ditch(es) shall be constructed on the
side of the location (above/below) the cut slope, draining to
the
N/A Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the
N/A The drainage(s) shall be diverted around the sides of the well pad location.

N/A The reserve pit and/or pad locations shall be constructed long and
narrow for topographic reasons

X_Corner No. 6 will be rounded off to minimize excavation.

FENCING REOUIREMENTS

All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the

entire fence).
B. The net wire shall be no more than 2 inches above the ground. The

barbed wire strand shall be 3 inches above the net wire. Total height
of the fence shall be at least42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16'.

E. All wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.
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Each existing fence to be crossed by the access road shall be braced and

tied off beforecutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLM or SMA specifications. A cattleguard with
an adjacent 16 foot gate shall be installedin any fence where a road is
to be regularly travelled. If the well is a producer, the cattleguards
(shall/ shall not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BLM, who will

in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herselfthat the fence is adequately braced and tied off.

10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area

will be cleared of all unused tubing,equipment, debris, materials,
trash, and junknot required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.

If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 12 months from the date of well completion. Before any dirt
work takes place, the reserve pit will be completely dry and all

cans, barrels, pipe, fluid, and hydrocarbons, will be removed.

Contact appropriate surface management agency for required seed

mixture.



B. DRY HOLE/ABANDONED LOCATION
At such time as the well is plugged and abandoned, the operator
will submita subsequent report of abandonment and BLM will attach
the appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP
Access road: Federal

Location: Federal

12. OTHER INFORMATION
A. Enron Oil & Gas Company will inform all persons in the area who are

associated with this project that they are subject to prosecution for
knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the AO.
Within five working days the AO will inform the operator as to:

-whether the materials appear eligible for the National Register of
historic Places;

-the mitigation measures the operator will likely have to undertake
before the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer,
that the findings of the AO are correct and that mitigation is
appropriate.

If the operator wished, at any time, to relocate activities to avoid
the expense of mitigation and/or the delays associated with this
process, the AO will assume responsibility for whatever recordation
and stabilization of the exposed materials that may be required.
Otherwise, the operator will be responsible for mitigation costs.
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The AO will provide technical and procedural guidelines for the
conduct of mitigation. Upon verification from the AO that required
mitigation has been completed, the operator will then be allowed to
resume construction.

B. As operator, Enron Oil & Gas Companywill control noxious weeds along
Right-of-Ways for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds will be obtained from the BLM,
or the appropriate County Extension Office. On BLM administered land,
a Pesticide Use proposal shall be submitted, and given approval,

prior to the application of herbicides or other pesticides or
possible hazardous chemicals.

C. Drilling rigs and/or equipment used during drilling operations on
this well site will not be stacked or stored on Federal Lands after

the conclusion of drilling operations or at any other time without

BLM authorization. However, if BLM authorization is obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities. (The BLM does not
seek to compete with private industry. There are commercial
facilities available for stacking and storing drilling rigs).

Additional Surface Stipulations

N/A No construction or drilling activities shall be conducted between
and because of

N/A No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.

N/A No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.
N/A There shall be no surface disturbance within 600 feet of live water

(includes stock tanks, springs, and guzzlers).

N/A No cottonwood trees will be removed or damaged.
X The existng pond located South of the location will be repaired as

discussed at the
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LESSEE'SOR OPERATOR'S REPRESENTATIVES AND CERTIFICATION

OPERATIONS PERMITTING
Enron Oil & Gas Company Enron Oil & Gas Company Ed Trotter
P.O. Box 250 P.O. Box 1815 P.O. Box 1910

Big Piney, WY 83113 Vernal, UT 84078 Vernal, UT 84078

Dennis Brabec George McBride Telephone (801) 789-4120

Telephone (307) 276-3331 Telephone (801) 789-0790 Fax # (801) 789-1420

All leaselor unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore Oil and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Enron Oil & Gas Company is fully responsible for the actions of
their subcontractors. A copy of these conditions will be furnished to the
field representative to insure compliance.
A copy of the approved APD and ROW grant, if applicable, shall be on
location during construction of the location and drillingactivities.

The BLM Office shall be notified upon site completion prior to moving on
the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drillsite and access route; that I am familiar with the conditions which presently exist; that the
statements made in the Plan are to the best of my knowledge, true and correct; and that the work

associated with the operations proposed herein will be performed by Enron Oil & Gas Company
and its contractors and sub-contractors in conformity with this Plan and the terms and conditions

under which it is approved.

Date Ed Trotter- gent-
Enron Oil Gas Company



CHAPITA WELLS UNIT #493-22F
SEC. 22, T9S, R22E, NW/4 NE/4

UINTAH COUNTY, UTAH
FEDERAL LEASE NO. U-0284A

30' P OD LINE

100' DUMPLINE
CHECKVALVE SEALED

, SEALEDDRAIN i', LOADVALVE
VALVE

TANKBERM
2 1/2' HX 30' X30°

PROD VALVE
TUBING VALVE

TUBING VALVE
CSG VALVE g CSG VALVE

WELL
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ENRON OIL & GAS CO.

LOCATIONLAYOUT FOR
CWU#493-22F

SECllON 22, T9S, R22E, S.L.B.&M.
1000 FNL 2150' FELC-4.6 p-

8. 75.2'
......-- C-2.5' E 66.7

B. 7J. 1'

Sta. 3+25

Round Corners
as needed

SCALE: 1" - 50' in
DATE: 06-10-97

Drawn By. D.R.B. attifft
3SUR

coNSTRucT
DŒl RSION

NO T£ ' i
Flare Pit is to
be located a min
of 100' from the
Well Head.

PIPE RACKS

E 712'
40-10.6 "

-

DOG HOUSE
25' 40 135' Sta. 1+30

F-2. J'
B. 68. J'

PUM

MUD SHED TOll.ET O Fill slope

HOPPER

TOOLS

Sta 04-37
FUEL

TR SH STORAGE

a 7 6
TANK

C-15 Or seg. o,_op

0-4.5 r soit staapri.
F-0.4'

E. 75.8, Approx. 8. 75 t' a 7p.j'
C-5.2 cut slope

Proposed Access
Road

Dev. Ungraded Ground at Location Stok. - 4871.1'
Dev. Graded Ground at Locat/on Stake - 487Û, $r U NTAH ENGINEERING & LAND SURVEYING

BE Sa Æ00 fast * Vernal, titaA 84078 • (Bef)



ENRON OIL & GAS CO.
TYPlCAL CROSS SECTIONSFOR

X-section CWU #493-22F
se le SECTION22, T9S, R22E, S.L.B.&M.

1" =
50. 1000' FNL 2150' FEL

DATE: 06-10-97
Drawn By D.R.B.

65' 135'

S TA. J+25

100 135'

LOCAT/0N STARE

F/n/shed Grade
STA. 1 50

, 50' 40' 135'10

CUT -.-

F/LL

STA. 0+J7

Preconstruction
Grade

40' 135'
I

C

STA. 0+00 NOTE:
Topsoil should not be
Stripped Below Finished
Grode on Substructure Area.

APPROXIMATE YARDAGES
EXCESS MATERIALAFTER

(6") Topsoil Stripping = 1,250 Cu. Yds. 57. COMPACTION = J,760 Cu. Yds.
Topsoil & Pit Backfill = 1,900 Cu. Yds.Remaining Location - 4,470 Cu. Yds. (1/2 Pit Vol.)

TOTALCUT = 5,720 CU.YDS. EXCESS UNBALANCE = 1,860 cu. Yds.
(After Rehabilitation)

FILL = 1,860 CU.YDS.
UINTAH ENGINE£RING & LAND SURVEYING
sa so. oo gaat • ramas, usah 44078 • (sor)
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7 MI +/- 1
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PROPOSED LOCATION:

T10S
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' o
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LEGEND: ENRON OIL & GAS COMPANY
O PROPOSED LOCATION N CWU #493-22F

SECTION 22, T9S, R22E, S.L.B.&M.
1000' FNL 2150' FEL

- Uintah Engineering & Land Surveying T 0 POGR A PH I C 6 10 785 South 200 East Vernal, Utah 84078 n
(801) 789-1017 * FAX (801) 789-1018 r MONTH DAY YEAR

EmaH: uels@.easiHnk.com SCALE:1:100,00 DRAWNBY:D.COX
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PROPOSED LOCATION:
CWU #493-22F

Gas Wel

21 22 23 Gas *eu

Gas WeH

4996

28 i s weil 26
Gas Wel

LEGEND: ENRON OIL & GAS COMPANY
- - - - - - - - - - PROPOSED ACCESS ROAD N CwU #493-22F

EXISTINGROAD SECTION 22, T9S, R22E, S.L.B.&M.
1000' FNL 2150' FEL

- Uintah Engineering & Land Surveying TOPOGR A PH I C g 1 97 g
85 South 2OO East Verun1, IJtah 84078 M A P DAY YEAR I(801) 789-1017 * FAX (801) 789-1018

Email: uels( easilink.com SCALE:]"=2000' DRAWNBY:D.COX
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CWU
343-15N O

---

___ CWU
·

¯
__

U 353-15F 232-15

CWU 351•15N

O CWU 364-15N

CWU g CWU @
233-15 231-14

CWU 35-15

CWU 238-16
U 30-22

CWU 323-22 O
CWU
308-240 O CWU 430-22F

e CWU 217-23
cwu'

i 237.22
i .

PROPOSED LOCATION: cwu o e cwu 324-22

CWU #493-22F 342-22 . O CWU 358-23F
sa we i
CWU 21-23

O I
CWU e cwu 429-22N

341-21N
O CWU

O CWU 303-22 234-23
CWU 242,22

Gas Well
4985

I E' Gas Weli

TOS -

LEGEND: ENRON OIL & GAS COMPANY
pf DISPOSAL WELLS WATER WELLS N CWU #493-22F

PRODUCING WELLS ABANDONED WELLs SECTION 22, T9S, R22E, S.L.B.&M.
SHUT IN WELLS - - TEMPORARILY ABANDONED 1000' FNL 2150'
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15 EGas WeH• ---

I

EXISTING PIPELINE

4862

PROPOSED LOCATION:
CWU #493-22F

às WeH

TDS
APPROXIMATE TOTAL PIPELINE DISTANCE = 300' +/-

LEGEND: ENRON OIL & GAS COMPANY
- - - - EX1sTING PIPELINE N CwU #493-22F
- - - - - - PROPOSED PIPEL.INE SECTION 22, T9S, R22E, S.L.B.&M.

PROPOSED Access 1000' FNL 2150' FEL

E Uintah Engineering & Land Surveying TOPOGR A PH I C g 1 9785 South 200 East Vernal, Utah 84078
DAY YEAR(801) 789-1017 * FAX (801) 789-1018

Email: nels@easiHnk.com SCALE:I" = 10110'DRAM BY:D.COXREVISED:80-0M



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 06/24/97 API NO. ASSIGNED: 43-047-32924

WELL NAME: CWU 493-22F
OPERATOR: ENRON OIL & GAS (NO410)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWNE 22 - TO9S - R22E
SURFACE: 1000-FNL-2150-FEL TECH REVIEW Initials Date
BOTTOM: 1000-FNL-2150-FEL
UINTAH COUNTY Engineering
NATURAL BUTTES FIELD (630)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 284A Surface

PROPOSED PRODUCING FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat V'R649-2-3. Unit: (gghy a
Bond: Federal[f State[] Fee[]

(Number 6/307403 ) R649-3-2. General.
Potash (Y/N)

/ Oil shale (Y/N)
___

R649-3-3. Exception.
/ Water permit

(Number ¥¶-/§0/ ) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS: s .

STIPULATIONS: | Û/



SEC, TW" RNG: 13,22,23,24,26, TPS, R22E

COUNTY: UINTAH UAC: R649-2-3 CHAPITA WELLS

' CWU 489-13N

W TC
CWU488-13F

WSTC

STC
WSTC

g WSTC

4
"'° NATURAL BUTTES

WSTC
WSTC WSTC

WSTC
XXXXX CWU 45 WETC

XXXXX

WSTC A
WSTC WSTC

WSTC WSTC WSTC WSTC

WSTC WSTC

CWU 499-24F

WSTC WSTC
WSTC WSTC WSTC

WSTC y
WSTC

WSTC
WSTC WSTC

WSTC WSTC WSTC

· CWU

WSTC

WSTC

WSTC
WSTC XXXXX

WSTC
WSTC CWU 5-23F

WSTC

WSTC

WSTC WSTC 4
WSTC XXXXX

XXXXX WSTC
WSTC WSTC

WSTC
XXXXX

WST WSTC
* C 26F

WTC

WSTC
WSTC

WSTC XXXXX

WSTC WSTC WSTC

WSTC

PREPARED:
DATE:



Pt Stat f Utah &
DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West NorthTemple,Suite 1210

MichaelO. Imavitt
Govemor

Ted Stewart Salt Lake City,Utah 84114-5801

Executive Director 801-538.5340

James W. Carter 8014594940 (Fax)
DivisionDirector 801-53 7223 (TDD)

August 14, 1997

Enron Oil & Gas Company
P.O. Box 1815
Vernal, Utah 84078

Re: Chapita Wells Unit 473-22F Well, 1990' FNL, 2150' FEL, NW NE,
Sec, 22, T. 9 S,, R. 22 E,, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.
40-6-1 et seg., Utah Administrative Code R649-3-1 et seq., and the
attached Conditions of Approval, approval to drill the referenced
well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-32924.

Sincerely,

J hn R. Baza
ssociate Director

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District



e O
Operator: Enrça 911 & Gas Çompany

Well Name & Number: Chapita Welle Unit 493-22F

API Number: 43-047-32924

Lease: V-9264A

Location: NW NE Sec. 22 T. 9 S. R. 22 B.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Motify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jim Thompson
at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact John R. Baza (801)538-5334.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. In accordance with the order in Cause.No. 190-5(b) dated
October 28, 1982, the operator shall comply with the
requirements of Rule R649-3-31 pertaining to Designated Oil
Shale Areas. Additionally, the operator shall ensure that
the 4½" casing is cemented over the entire oil shale section
as defined by Rule



For 3160-3 sUBMIT IN CATE* FORMAPPROVED
(Other instructions on OMB NO. 1004-0136

galylm) UNITED STATES r•«•r=• ••) Expires: Pebruary28,1995

DEPARTMENTOF THE INTERIOR a. ........BIGNAflON AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-0284A

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 0. W INDIAN, AROWEB OMBIBM NAME

la. TYPE OF WORK

DRILL DEEPENO 7. UNIT AGBSEMENT NAME

b. Trruor war.L
CHAPITA WELLS UNIT

OILLL OABLL
OTHER

el NNELE HUNLTHLE 8. MuumN M NO.

2. NAME OF OPERATOR
CHAP ITA WELLS UNIT

ENRON OIL & GAS COMPANY Û. ANWBM.NO.

s. an.....asumun.as.no # 493-22F

P.O. BOX 1815, VERNAL, UTAH 84078 to. rr.r.» aan voor., on an.ncar

4. I.OCATION OF WBl.In (Report 10Cation clearly and in BCC0rdance with any State requirements.•l CWU/WASATCH
At suriace

1000' FNL & 2150' FEL NW/NE RECEIVED u...C T M ORBLA

At proposed prod. zone SEC. 22 , T9S, R22E

14. DISTANCE IN MILES AND DIRECTION PaoM NBAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 13. BTATE

17.3 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
10, DISTANCE FROM PROPUBED* 18. NO. OF ACBBB IN LEASE 17. NO. OF ACRES AssIGNED

LOCATION TO NEABEBT TO THIS WELL

PROPERTY OR I.-ABE I,INW, FT. 1000 ' + 1240 40
(Also to nearest Orig. unit line, if any; -

18. DIsTANCE FROM PROroSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOUI,8

TO NBAREST WELL. DRILLINO, COMPLETED.

on anuun so.. ON THIS LBRE' "• 6250 ' ROTARY
21. stavÃtloNs (Show whether DF, RT, GR, etc.) 22, APPROE, DATE WOBE WILL START*

4870.6' GRADED CROUND JUNE 1997
23. PROPOSED CASING AND CEMENTING PROGRAM

815E OF HOLE ORAD45IzBOFCA5ING WBIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

12 1/4"
9¯5/8" 32.3# 240' 125 SX CLASS "G" + 2% CaC19

7 7/8" 4 1/2" 10.5# 6250' + 1/4 #/SX CELLOFLAKE. 50/5(
POZMIX + 2% GEL + 10% SALT

.

-¡TO
400 ' ABOVE ALL ZONES OF

SEE ATTACHMENTS FOR: INTEREST (10% EXCESS) .

LIGHT CEMENT ( J 1 PPG+)

8 POINT PLAN : LCM '10 200 ' ABOVE OIL

BOP SCHEMATIC SHALE OR FRESH WATER

SURFACE USE AND OPERATING PL BP -- INTERVALS (+ 5% EXCESS) .

LOCATION PLAT i3|V.OFOlLG .S&MINING
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" EÑROÑÖII GAS COMPANY WILL BE THE

GAS SALES PIPELINE--MAP "D" DESIGNATED OPERATOR OF THE SUBJECT

FACILITY DIAGRAM WELL UNDER NATIONWIDE BOND #81307603

IN ABOVE SPACE DESCRI POSED PROGRAM: If proposal is to deepen, give data on present productive zone and proposed new productive zone if proposal is to drill or

deepen direedonally, give perti a on sdsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

Ë / AGENT Ü -
/ŸŸ~/

SIC NED TITI,g DATE

(This space for Federal r State ofBee use)

PERiflT No IPPROVII TUTP

Application approval does not warrant or certify that the applicant holds legal or equitable titleto thme rights in the subject lense which would entitle the applicant to conduct operntions thereon

coNDITIONS OF APPROVAL, IPANY:

APPROVED 17ILE DATE

*SeeInstructionsOn ReverseSide
Title 18 U.S.C Section 1001, makes it a crime for any person knowingly and willfullv to make to anv department or agenev of



COAs Page 1 of _S
Well No.: Chapita Wells Unit 493-22F

CONDITIONSOF APPROVAL
APPLICATIONFOR PERMITTO DRILL

Company/Operator: Enron Oil &Gas Company

Well Name & Number: CWU 493-22F

API Number: 45-047-32924

Lease Number: U - 9284-A

Location: NWNE Sec. L T.gg.. R. 22E

Agreement: Chapita Wells Unit

For more specificdetails on notification requirements, please check the Conditions of Approval
for Notice to Drilland Surface Use



COAs Page 2 of 8
Well No.: Chapita Wells Unit 493-22F

CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approval of this applicationdoes not warrant or certifythat the applicantholds legal or
equitabletitleto those rights in the subject lease whichwouldentitlethe applicantto conduct
operations thereon.

Be aware fire restrictionsmay be in effectwhen location is being constructedand/or when well
is being drilled. Contact the appropriateSurface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Qil,Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report U water shows and water-bearingsands to Tim ingwell of thisofficeprior to
setting the next casing string or requesting plugging orders. Faxed copies of
State of Utah form OGC-8-X are acceptable. If noticeablewater flows are detected,
submitsamples to thisofficealongwith anywater analyses conducted.

AIIusable water and prospectively valuableminerals(as described by BLMat onsite)
encountered during drilling,willbe recorded by depth and adequately protected. AIIoil
and gas shows willbe tested to determine commercialpotential.

2. Pressure ControlEquipment

The BOP and related equipmentshall meet the minimumrequirements of Onshore Oil
and Gas Order No.2 for equipmentand testing requirements,procedures, etc., for a

M system and individualcomponentsshall be operable as designed. Chart recorders
shall be used for allpressure tests.

Test charts, with individualtest results identified, shall be maintainedon location while
drillingand shall be made availableto a BLMrepresentative upon request.

If an air compressor is on location and is being utilizedto provide air for the drilling
medium while drilling,the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regardingair or gas drillingshall be adheredto. Ifa mistsystemis being utilized
then the requirement for a deduster shall be waived.

3. Casinq Program and AuxiligryEquipment

Surface casing shall have centralizerson the bottom three joints,with a minimum of
one centralizerper
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Well No.: Chapita Wells Unit 493-22F

As a minimum,the usable water shall be isolated and/or protected by having a cement
top for the production casing at least 200 ft. above the base of the usable water zone,
identified at 385 ft.or by setting surface casing to 400 ft. and have a cement top for the
production at least 200 ft. above the shallowestpotential productive zone. Ifgilsonite is
encountered while drilling,it shall be isolated and/or protected via the cementing
program.

4. Mud Proqram and CirculatinqMedium

Hazardous substances specificallylisted by the EPA as a hazardous waste or
demonstrating a characteristicof a hazardous waste willnot be used in drilling,testing,
or completionoperations.

No chromate additiveswillbe used in the mud system on Federal and Indian lands
without prior BLMapprovalto ensure adequateprotection of fresh water aquifers.

5 .Corina. Locaina and Testing Program

Dailydrillingand completionprogress reportsshallbe submittedto this officeon a
weekly basis.

AIIDrillStem tests (DST) shall be accomplishedduring daylight hours, unless specific
approvalto start duringother hours is obtainedfrom the AO. However, DSTs may be
allowedto continueat night if the test was initiated during daylight hours and the rate
offlow is stabilizedand if adequate lighting is available(i.e., lightingwhich is adequate
for visibilityand vaporprooffor safe operations). Packers can be released, but tripping
should not begin before daylight unless priorapprovalis obtainedfrom the AO.

A cement bond log (CBL)willbe run from the production casing shoe to the topof the
cement and shall be utilizedto determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the wellis completedas a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form 3160-4) willbe submitted not later than 30 days
after completionof the wellor after completionof operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries,sample description, and all other surveys
or data obtainedandcompiledduringthe drilling,workover,and/or completion
operations,willbe filed with Form 3160-4. Samples (cuttings,fluids, and/or gases) will
be submittedwhen requested by the AO.

6. Notificationsof Operations

No location willbe constructedor moved,no well willbe plugged,and no drillingor
workover equipmentwillbe removed from a well to be placed in a suspended status
without prior approvalof the AO. Ifoperationsare to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumptionof
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Well No.: Chapita Wells Unit 493-22F

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance withthe requirementsof NTL-3A
or its revision.

Ifa replacement rig is contemplatedfor completionoperations, a "Sundry Notice"
(Form 3160-5)to that effectwillbe filed, for priorapprovalofthe AO, and all conditions
of this approvedplan are applicableduring alloperations conductedwiththe
replacement rig.

The date on which production is commencedor resumed willbe construed for oilwells
as the date onwhich liquid hydrocarbons are first sold or shippedfrom a temporary
storagefacility,such as a test tank, and for whicha run ticket is requiredto be
generated or, the date on whichliquidhydrocarbons are first produced into a
permanent storage facility,whicheverfirst occurs;and, for gas wells as the date on
whichassociatedliquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and forwhicha run ticket is requiredto be
generated or, the date on whichgas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the wellbe successfullycompletedfor production, the AO willbe notifiedwhen
the well is placed in a producing status. Such notificationwillbe sent by telegramor
other writtencommunication,not later than five (5) days followingthe date on which
the well is placed on production.

Gas produced from this wellmay not be vented or flared beyond an initialauthorized
test period of 30 days or 50 MMCFfollowingits completion,whicheveroccurs first,
withoutthe prior writtenapprovalof the Authorized Officer. Should gas be vented or
flared withoutapprovalbeyond the authorizedtest period, the operator may be directed
to shut-inthe welluntilthe gas can be captured or approvalto continue ventingor
flaring as uneconomicis granted and the operator shall be requiredto compensate the
lessor for that portion of the gas vented or flared without approvalwhichis determined
to have been avoidablylost.

A schematic facilities diagram as requiredby 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submittedto the appropriateDistrictOffice within thirty(30) days of
installation or first production, whichever occurs first. AIIsite securityregulations as
specified in Onshore Oil &Gas Order No. 3 shall be adhered to. AIIproduct lines
enteringand leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with43 CFR
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Well No.: Chapita Wells Unit 493-22F

No well abandonmentoperationswillbe commencedwithoutthe priorapprovalof the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approvalwillbe obtainedfrom the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed withthe AO within thirty(30) days followingcompletionof the well
for abandonment.This reportwillindicate where plugswere placed and the current
status of surface restoration. Final abandonmentwillnot be approved until the surface
reclamationworkrequiredby the approvedAPD or approvedabandonment notice has
been completedto the satisfactionof the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other information

All loading lines willbe placed inside the berm surroundingthe tank battery.

AIIoff-leasestorage, off-leasemeasurement,or comminglingonlease or off-leasewill
have prior writtenapprovalfrom the AO.

The oiland gas measurement facilities willbe installed on the well location. The oil
and gas meterswillbe calibratedin place priorto anydeliveries and tested for meter
accuracy at least quarterly thereafter.The AO willbe provided witha date and timefor
the initial meter calibrationand all future meter proving schedules. A copy of the meter
calibration reports willbe submittedto the Vernal DistrictOffice. Allmeter
measurement facilitieswillconformwithOnshore Oil &Gas Order No. 4 for liquid
hydrocarbons and Onshore Oil& Gas Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdictionwillconformto 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/orworkoverprogram without
prior approvalfrom the AO. Safe drillingand operatingpractices must be observed.
AIIwells,whether drilling,producing, suspended, or abandoned willbe identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approval for all
changes of plans and other operations in accordancewith43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicableprovisions of the operatingregulations at Title 43 CFR
3162.4-1(c), requires that "not later thanthe Sth business day after any well begins
production on which royaltyis due anywhereon a lease site or allocatedto a lease
site, or resumes production in the case of a well which has been offproduction for
more than 90 days, the operator shall notifythe authorizedofficer by letter or sundry
notice, Form 3160-5, or orallyto be followed by a letter or sundry notice, of the date on
which such production has begun or
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Well No.: Chapita Wells Unit 493-22F

Ifyou fail to complywiththis requirementin the manner and timeallowed,you shall be
liable for a civilpenaltyofup to $10,000per violation for each day such violation
continues,not to exceed a maximumof 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulationsat
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approvalis valid for a period of one (1) year from the signature date. An
extensionperiod may be granted, if requested, prior to the expirationof the original
approvalperiod.

In the event after-hoursapprovalsare necessary, please contact one of the following
individuals:

Ed Forsman (801)789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenzcka (801)781-1190
Petroleum Engineer

BLMFAXMachine (801)
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Well No.: Chapita Wells Unit 493-22F

EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

Whilethe followingwastes are nonexempt,theyare not necessarilyhazardous.

Unused fracturing fluids or acids
Gas plant coolingtowercleaningwastes

Painting wastes

Oiland gas service companywastes, such as emptydrums, drumrinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilledchemicals,and waste acids

Vacuum truck and drum rinsate from trucks anddrums, transportingor containingnonexempt
waste

Refinerywastes
Liquidand solidwastes generated by crudeoiland tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil,filters, and blowdown

Used hydraulicfluids

Waste solvents
Waste in transportationpipeline-related pits

Caustic or acid cleaners
Boilercleaningwastes
Boiler refractorybricks

Incinerator ash
Laboratory wastes

Sanitary wastes
Pesticide wastes
Radioactive tracer wastes
Drums, insulation and miscellaneous
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WellNo.: Chapita Wells Unit 493-22F

CONDITIONSOF APPRÇVAL

FOR THESURFACE USE PROGRAMOF THE

APPLICATIONFOR PERMITTODRILL

-The erosiondam to the south of where the access road leaves the main road, willbe improved
by enlargingthe spillwayand increasing the freebroad of the dam by two feet.

-A 24" culvertwillbe Installed in the drainage belowtheabove mentionederosiondam to channel
water under the mainroad.

-The access road to the location willleave the main road to the west of the above mentioned
drainage as to avoida wash crossingon the access road. The originalroad was staked on the
east side of this drainage.

-Awaterdiversiondam willbe constructedsouthofthe location to divert runoffwater aroundcorner
6. ByronTolman with the BLMshouldbe contactedprior to the constructionof this dam to show
the dirtcontractorwhere this structureshouldbe located.

-Thetopsoilshouldbe windrowedalongthe entirenorthside ofthe locationbetweencorners2 and
8.

-The road shouldbe crownedat between2 to 3%.

-When plowingsnowduring the winter months,the snowshouldbe plowedoutsideof the burrow
ditches to preventthe snowmeltfrom saturatingthe road duringthe spring
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DIVISION OF OIL, GAS AND MINING

CONRDER.
SPUDDING INFORMATION

Name of Company: ENRON OIL & GAS

Well Name: CHAPTTA WELLS UNIT 493-22F

Api No. 43-047-32924

Section: 22 Township: 98 Range: 22E County: UINTAH

Drilling Contractor:

Rig #

SPUDDED:

Date: 9/17/97

Time:

How: DRY HOLE

Drilling will commence:

Reported by: SUNDRYNOTICE

Telephone NO.:

Date: 10/2/97 Signed:



FORM 3160-5 UNIT TATES FO PROVED

(December1989) DEPARTMEN THE INTERIOR B eauNo.1004-0135

BUREAU OF D MANAGEMENT ExpimSeptember30,l990

5, Lease Designation and Serial No.

SUNDRY NOTICE AND REPORTS ON WELLS U 0234A
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. 6. If Indian, AHotteeor Tribe Name

Use "APPLICKTIONFOR PERMIT --" for such proposals
SUBMIT IN TRIPLICATE 7. If Unit or C.A., Agreement Designation

i. TypeofWeg CHAPITAWELISUNIT
Oil Gas

O WELL Well Other 8. Well Name and No.

2. Name of Operator CHAPITAWELLSEVIT 493-22F

ENRON OIL & GASCOMPANY
3. Address and Telephone No. 9. API Well No.

P.O. BOX 250, BIG PINEY, WY 83113 (307)276-3331 43-047-32924
4. Location of Well (Footage, Sec., T., R., M., or Survey Descript 10. Field and Pool or Exploratory Area

1000' FNL - 2150' FEL (NW/NE) CHAPITA WELLS/W4SATCH

SECTION22, T9S,R22E 11. cOUNTY STATE
UINTAH, UTAH

12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACI'ION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS

RECOMPLETION NEW CONSTRUCITON

X SUBSEQUENTREPORT PLUGGING BACK NON-ROUTINE FRACTURING

O
CASING REPAIR WATER SHUT-OFF

FINAL ABANDONMENTNOTICE ALTERING CASING CONVERSION TO INJECTION
X OTHER SPUD DATE

(Note:Report results of -uidple completion on Well Completions
or Recompledon Report and Log Form.)

13. Describe Proposed or Completed Operadons (Clearly state all pertinent details and give pertinent dates, incinding estimated date of starting any proposed work if well

is directionally drilled give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work).

Enron Oil & Gas Company spudded 11" surface hole at the subject location 9-17-97. The
contractor was Bill Martin Drilling. Ed Forsman, of the Vernal BLM District office was
notified of spud by the telephone 9-17-97.

CONROENR.

*NOTE: Enron will be using Nationwide Bond #NM 2308
1 I hereby cern foreg

TITLE Regulatory Analyst DATE 9-19-97

(Ilis.pace for Federal or state omce ase)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

Title 15 U.S.C. seedon1001, makasit a crime for any perana knowingly and whilfully to make to any departmeet or agency of the
United States any false, rictitiousor frandulent statements or representations as to any matter within



FORM3160-s UNIT TATES FOR PROVßD

(Decunbar 1989) DEPARTMEN THEINTERIOR B eauNo. 100M135

BUREAU OF LANDMANAGEMENT ExpiresSegember30,1990

AMENDED S. Izase Designation and Serial No.

SUNDRY NOTICE AND REPORTS ON WELLS U 0284A
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. 6. If Indian, AIInttee or Tribe Name

Use "APPLICATIONFORPERMIT --" forsuch proposals
SUBMITIN TRIPLICATE 7. If Unit or C.A., Agreement Designation

1. Typ.orwon

on c.. CHAPITA WELLSUNIT
O - O ··· O Other 8. Well Name and No.

2. Nmne of Operator

ENRON OIL & GASCOMPANY CHAPITAWELLSUNIT493-22F
3. Address and Telephone No. 9. API WeHNo.

P.0. BOX 250, BIG PINEY, WY 83113 (307)276-3331 43-047-32924
4. Leestion of WeU(Footage, Sec.,T., R, M., or Survey Description) 10. Fleid and Pool or Exploratory Arum

1000' FNL - 2150' FEL (NWEE) CHAPITA WELLS/WASATCH
SECTION22, TPS,R22E « 11. COUNTY STKTE

UINTAH, UT-4H
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT ABANDONMENT CHANGE OF PLANS
RECOMPLETION NEW CONSTRUCTION

SUBSEQUENT REPORT PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF

O mRANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION
X OTHER SPUD DATE

(Note: Report results of multiple completion en WeHCompletiens
or Recompletion Report and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state sH pertinent details and give peltinent dates, including estimated date of starting any proposed work if weH
is directionaHy drilled give subsurface locations and measured and true vertical depths for aH markers and zones pettinent to this work).

Enron Oil & Gas Company spudded 11" surface hole at the subject location9-17-97. The
contractor was Bill Martin Drilling. Ed Forsman, of the Vernal BLM District ofTicewas
notified of spud by thetelephone9-17-97.

DIV.0FOIL,GAS&MINING

*NOTE: Enron will be using Nationwide Bond #NM 2308
1 I hereby cordtr forego bbh/4emd corr

TITLE Regulatory Analyst DATE 9-26-97

(Thk space kr Federal er State eMee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROV4 IF ANY:

Tide is U.S.C. Secdum 1001,make it a crims far any persomknowingly and winhily tomake le any department or agency of the
Ushed Stein any abs, acudeusor kamialent statements er representadams as toany matter witMa its



FORM3160-5 UNITE ATES FO ROVED
(optAiosa) DEPARTMENT HE INTERIOR Bu cauNo. 1004-0135

- BUREAU OF LAND MANAGEMENT Expiresseptember30 1990

5. Lease Designation and Serial No.
SUNDRY NOTICE AND REPORTS ON WELLS U 0284A

Do not use this form for proposals to drill or to deepen or reentry to a different meervoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATIONFOR PERMIT --" for such proposals

SUBMIT IN TRIPLICATE 7. It Unit or c.A., Agn....s D..ignation
1. Type of Well CHAPITA WELLSUNIT

Oil Gas
WELL Well Other 8. Well Name and No.

2. Name of Opemtor CHAP1T4 WELLSUNIT 493.22F
ENRON OIL & GASCOMPANY

3. Address and Telephone No. 9. API Wen No.
P.O. BOX250, BIG PINEY, WY 83113 (307)276-3331 43-047-32924

4. Incation of Well (Footage, See., T., R., M., or Survey Description) 10. Field and Pool or Exploratory Ana
1000' FNL - 2150' FEL (NWyNE) CHAPITAWELT.S/WASATCH
SECTION22, 795, R22E 11. COUNTY STATE

UINTAA', UTAll
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT. OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT X ABANDONMENT CHANGE OF PLANS

O
RECOMPLETION NEW CONSTRUCTION

X SUBSEQUENT REPORT PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF

O FINAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION
OTHER

(Note: Report results of multiple completion on Well Completions
or Recompletion Report and Log Form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details and give pertinent dates, including estimated date of starting any proposed work if well
is directionally dritted give subsurface toestionsand measured and true vertiest depths for su markers and zones pertinent to thiswork).

Enron Oil & Gas Company plugged and abandoned the referenced well as foHows:
1st Plug 4873-4673' 83 sx Class "G" cement w/2% CaCl2.
2nd Plug 1770-1550' 110 sx Class "G" cement w/3% CaCl2.
3rd Plug 1740-1540' 110 sx Class "G" cement w/3% CaCl2.
4th PIng 415'-surface 197 sx Class "G" cement w/2% CaCl2.
4th Plug 378'-surface 94 sx Class "G" cement w/2% CaCl2.
AII plugs witnessed by BLM.
Dry hole marker set 10-08-97.

CONFIDENTIAL
*NOTE: Enron will be using Nationwide Bond #NM 2308
14 Iherebycerdfy regn i t

TITLE ÑegulatoryÂnalyst DATE 1145-97

(This space for Federal or stata oMee ase)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

Title 18 U.S.C.5eedon 2001, makes it a crime for any person knowingly and willibily to make to say department er agem¢y of tas
United States may falso, Scudoes or frandaient statements or representations as to any matterwithis its



e esub Fonsl60-4 '" SUBMfrINDUPIJCATl•
overnbw 1983) (See odur imiructic- - Expire Augut 31, 1985

(fornwty 9430) reverse sids) 5. IÆABb DhSIGNE110N ANDSEKlALNO.

UNITEDSTATES U 284A

DEPARTMENTOF THE INTERIOR
I. UML AUKEEMENI NAME

BUREAU OF LAND MANAGEMENT CHAPITA WELLSUNIT
a MkMuklaklüMk

WELL COMPLETION OR RECOMPLETIONREPORT AND LOG* CHAPITAWELLSUNIT
la Inkd! .10.. J. whLLivo

- O - U - O - 493-22F
b TYPE OP COMPIE110N- 10. ElblD AND POOl., OR WR1K'AT ¯¯¯¯

NEWWEu. X WORKOVER DEEPEN MNOBACK DIFPR ONER CHAPITA WELLS/WASATCH
18.4DL...I.JL.M..UKULULAAIMuauRVETJ.Il-.UI.bildualdk

ENRON OIL&GAS COMPANY SECTION22, T9S,R22E
3 ADDRE550FDPERA10R 11CDUNTYORPARIEH 13.51Alb

P.O. BOX250 BIG PINEY, WYOMING 83113 UINTAH, UTAH
4 ILK'A 110N OF Wlii (Rapart leedimi sleerty mi m mand-se wdh -y Bialempmsings)• ¯¯ 14, PEKMIT ND.

m..ac. 1000' FNL - 2150' FEL (NW/NE) 43-047-32924
atoppe.ti.e.,win.....nas.. SAME DEIBPERMrrmuso

M tetai dspil SAME 8-14-97
15 DATE 5PUDDED [6. DATET.D. KhAi. HED 17. DATE COMPL(Remlytopink) 15. NÆVA110NB(DF.RKB,RT.0 ..htt;)· 19. EIEV CASINGHEAD

9-17-97 10-4-97 10-08-97 4885' KB 4871' PREP.GL.
20 TUTAL DEFrH. MD & TvD 21. FLUG. BACK I.U, MD A TVu 211F MULTIPI.ECOMPLETONE. HOW MANYT 23. KUTARY 1 30LS CAMIE lUOL5

6250' P&A'D I ROTARY
24 PKUDUCINU INIhKVAL(5), UF I HISCOMPIEllUN-lUP, UVI IUM, NAME (MU AND I VU)' 25. WAS DIKNUTIONALSURVai MAUh7

P&A'D NO
26 TYPE I ECTRIC ANDUTHERIDGE KUN ¯ ¯

27 . WASWlal CUREDT

AIT/GR/SP/CAUFC/CNUPE/ML NO
2s CASINGRECORD(Reportall strings set in well)

CASINGsizE WBIGHT,l.B./FF DEPTHEET (MD) NOEBSEE CEMENTING RECORD AMOUNTPUIJÆD

8-5/8" 24.0# J-55 277' 12-l/4" 200 sx Class "G" coment NONE

29. LINERRECORD so. TUBINGRECORD
512E TOP(MD) BOffDM(MD) KACKSCEMENT SCRËEN(MD) BEE DEPfHSET(MD) PACKERBET(MD)

P&A'D

31. PERFORATION RECORD Gmuut se sulm-ba) 32. ACID,SHOT,FRACTURE, CEMENT, SQUEEZE.ETC.

DEPTH DRERVAL (MD) AMOUNT AND IGND OP MATHUAL USED

P&A'D

33.* PRODUC'ITON
DATh FlHETPRODUCl10N PRUUUCilUN MEnlUD (Howum gas idt punçmg·sm mii lype of pung) WELLFFATUS (Procheme or Amt·m)

P&A'D 10-08-97 P&A'D
DATEDFTERT HOUK51ETFED CHUKESIZE PRUITNFOR OLUBL GAS.MCF WAIER-BBL QAS-UILMAllO

TESTPRIUOD
FLUW. ILHINGFitEE%. CASINGPRESSUKh CALCUI.AlbED DIL-BBL GAS.MCF WATER.BBL Ull.URAVri V-API(CURIL)

24-HOUR RATE
44 UISFUSIIION Ok GAS (Sold, use far fuel, ventesta) I b51 I UT

PEH
n IJai uh AllAURMI>lla

7 \ ON.k
16 i seteFy thatthzforsooms and niin canwicie ami conus se detenn. I

SIGNED 71 i // TITLE egulatory Analyst DATE l 1-05-97

e se=riontool,m.k.. a a mme for punan knewmaly m.I wiluuny 1 nrS e
e....In any matterwnhm

01v.0FOIL,GAS&



INSTRUCTIONS

General: This fann is designed for semitting a completeand correct wel complodonreportand logon al types of Innds and leases to enhor a Federal agency or a State agency, or both, pusuant to Appicable Federal an&or State Isos
and regulations. Any necessary special instructions concerningthe uso oftnis form and the nunber of copies to be s milled,particularlywith regard to local,area, or resonal procedures and procheet,sither are shown below of Wti be
issued by, ormmybe obtamed from the local Federalangor stateoflice. See instructions on items 22 and 24. and 33, belowregarding separate reports for separate completions.
Rom 4: If there are no apptembleState requiremems, locations on Federni or Inman inna shoMidbe desenbed in secordance wim Fogersi toestaments. Consa local state or Federalanice for speculo ireimations.
Item 18: Indicate which elevation is used as reference (where not atherwise shown)for depth meassamarts sven in other spaces on tras form and in any attachmeme,
Iteme 22 and 24: if thiswil is completedfor separate production kom more than one mterval tone (nadi¢mcompighon),so state m Ilem 22, and in item 24 showthe produemg interval,or intervals. topis),bottom(s) and name(s) (if any)
for only the interval reportedin tiem33. Submit a separate report (page) on this femi, adequately identitled. for eacts addtlanal irgerval to be separately produced,showing the addlional data partinert to such interval.
Item 20: ett Attacimd stepiemertal records for this wel shouldshow the details of any mLitiple slage camerting and the locaban of thecementingtool.
Item 33: submita separate conglobenreport on this fann for each interval to be separatelyproduced (See matrucBon for items 22 and 24 abcvs )

PRIVACYACT

The Privacy Act of 1974 md dm rggulgien in 43 CFR 2AS(d) provide ihn you be ihmished umfollowing infonnaden in comectieriwidi infon-lim reipsed trytis applïcui<n
AUTHORitY: 30 U 8.C. 181 tL seg, 25 U.LC d. m. 43 CFR 3160
PRINCIPIÆPURPOSE: Ilie ligermuin inin beused to evalunethe acinal apagium performed in umMilirigof m oil er gas well ena F.diral or hdim leana
ROUflNE USES: (1) Evalugs du mipunert md procedures used enrisetheMilirs of the well. (2) The review of suologicunes widfunnatimmcoinged airingtilling (3)Analyze futureapplicatiam in ibli aslightof dan
obt-mi mirnishads uset (4X5)kibemaïen &am emr=carli meer die record will be trmisferred to appropside Federal, SIMA localor foreign agimies,whm relevant to smi, niminaler regalarmy inemissiom er prosecutidna
EFFECT OF NØr PROVIDINGINFORMA RON: Filing of this suport and inslosureof ite informann is mmdganymics - oil er ist edi isMile:L
TimPaperumk Rcahistion Amtet i980 (44 U.S.C $$05, sa use) reipwse m to mfamyou the

This iriformuim is bung collected to allow evaluulian of the ledslical, safety, and mvirtus!-tal factus misolved with Milky md predic-g oli andgas - Federal and judim oil md g- le-eL
This irdermnionwillbe used la malym opsiWimismi cmpare equipnas mal procedures scinally used with the proposalsapplied fur
Respame to this rupaan suumulmory ence - oil er gm Weil is Mlle:L

SUMMARYOF POROUS ZONES: (Show all unportant zones of porosity 38. GEOLOGIC MARKERS
and contentsthereof;cored intervals; and all drill-stemtests, includingdepth
interval tested,cushion used, time tool open, flowingand shut-in pressures,
and recovenes): lUP

FORMATION TOP BOTTOM DESCPJPTION, CONTENTS,ETC. NAME MEAS.DEPTH TRUE VERT DEPTH

TOP GREEN RIVER 1669'
BASE "M"MARKER 4470'
"N" Ls 4620'
PETERSPOINT 4736'
CHAPITA WELLS 5266'
BUCK CANYON 5826'
ISLAND 6749'

J



Enron Oil & Gas
Company
1540 Beko Drive
PO. Box250
Big Pittel, WY83113
(307) 276-3331

DN.0F0 L GAS&MINING F-<aonwaaas

April 1, 1998

Ms. Vicky Dyson
State of Utah
Division of Oil, Gas & Mining

alO.I C458,
tah 84114-5801

RE: LOGS FOR THE CHAPITA WELLS UNIT WELLS

Dear Ms. Dyson:

Enclosed are the following logs that the State of Utah has requested from our Big Piney office.

l. Chapita wells Unit 442-IlF, 43-047-32951, Microlog w/Linear Correlation & Platform Express Answer
Production Quicklook.

2. Chapita Wells Unit 454-14f, 43-047-31914, Array Induction w/Linear Correlation/GR, Compensated
Neutron Litho-Density, QuicklookAnswer Product & Microlog.

3. Chapita Wells Unit 457-15N, 43-047-32952, Microlog Gamma Ray & Answer Product Quicklook.
4. Chapita Wells Unit 465-23F, 43-047-32925Platform Express & Cement bond.
5. Chapita Wells Unit 482-9F, 43-047-32894, Platforn Express Answer Product Quicklook.
6. Chapita Wells Unit 483-15F, 43-047-32953, Answer Product Quicklook.
7. Chapita Wells Unit 493-22F, 43-047-32924,Platform Express Answer Product Quicklook.
8. Chapita Wells Unit 494-22F, 43-047-31915, Answer Product Quicklook.

The following Chapita Wells Unit wells the logs were not run,

1. Chapita Wells Unit 433-28N, 43-047-32641, Platform Express Log was not run.
2. Chapita Wells Unit 484-13F, 43-047-32913, Platform Express Log was not run.
3. Chapita Wells Unit 496-21F, 43-047-32958, Platform Express Log was not run.

If you have any question, please contact myself at Enron's Big Piney office, (307) 276-333 L

Si y,

Katy Carlson
Regulatory Analyst

Natural gas. Electricity. Endless
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